
CALIFORNIA REGIONAL WATER QUALITY CONTROL OOARD
SAN FRANCISCO BAY REGION

ORDER NO. 86-92
NPDES NO. CA0038709

ISSUING WASTE DISCHARGE REQUIREMENTS FOR:

CAMPEAU CORFORATION, CALIFORNIA
CENTRUM OFFICE PARK IAGOON
REI:mOOD CITY, SAN MATEO COUNTY

The california Regional Water Quality Control Board, San Francisco Bay Region,
(hereinafter Board) finds that:

1. Campeau corporation, california, hereinafter discharger, the owner of the
centrum Office Park development has applied, by application dated August
15, 1986, for issuance of waste discharge requirements under the National
Pollutant Discharge El:inti.nation System.

2. centrum Office Park is a 66 acre office and commercial development. An 11
acre lagoon is proposed to store stormwater runoff during high tide
conditions and discharge it to Belmont Slough on the subsequent low tide.
In this way, flooding is prevented in roads and parking lots.

3. The discharger proposes to discharge an average flow of 3.1 million
gallons per day (l1I3"d) from its lagoon to San Francisco Bay through Belmont
Slough, both waters of the State, at three points:

Waste 001 (Inflow/Outflow Structure Discharge) consists of
approximately 0.44 l1I3"d of lagoon water and surface drainage to the
lagoon. The structure is located at the northeast corner of the
site and the waste is discharged into Belmont Slough at Latitude N
370 31' 58" and Longitude W1220 15' 34".

Waste 002 (Outflow Structure Discharge) consists of approximately
1.3 mgd of lagoon water and surface drainage. The structure is
located at the southeast corner of the site and the waste is
discharged into Belmont Slough at Latitude N 370 31' 47" and
Longitude W1220 15' 32".

Waste 003 (Pun1P station Discharge) consists of approximately 1.3 l1I3"d
of lagoon water and surface drainage. The pump station is located
at the southwest corner of the lagoon and the waste is discharged
into Belmont Slough at Latitude N 310 31' 47" and Longitude W122 0

16' 4".

4. During dry weather the discharge would consist primarily of water from
Belmont Slough. During wet weather the discharge would also contain
stormwater runoff from the adjacent project site. Discharge is expected
to commencee by July, 1987.

5. The Board adopted a revised Water Quality Control Plan for the San
Francisco Bay Region (Basin Plan) on July 21, 1982. The Basin Plan
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